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INTRODUCTION  
The SUITMATEÑ is a high-speed swimsuit water extractor. It is powered by a 1/3 horsepower,  

230V / 50Hz fully grounded and fault protected electric motor.  The SUITMATEÑ weighs 
approximately 55 pounds (25kg). 

This manual contains Installation Options, Safety Precautions, Installation Instructions, Wiring 
Diagram, Utilities Location Diagram, Maintenance Instruction, Troubleshooting, Instructions 
detailing the removal / replacement of mechanical or electrical assemblies, Microswitch 
Adjustment Procedure, plus an exploded drawing and a Parts List. 

The SUITMATEÑ should only be worked on by a qualified mechanic-electrician, or maintenance 
individual. 

All maintenance and troubleshooting procedures are located in the appropriate sections of this 
manual. 

Follow the service procedures carefully.  Always note the location and position of parts and wires 
before removing them so that reassembly can be done easily and correctly.  If no specific 
reassembly instructions are given, simply reverse the disassembly procedure. 

 

IMPORTANT INSTALLATION OPTIONS 
Prior to installation of the SUITMATE

®
 determine how the utilities will be connected.  This will 

affect the installation of the Bottom Plate. 

1. Electrical and plumbing connected internally. 

2. Internal electrical connection and external plumbing connection. 

3. External electrical connection and internal plumbing connection. 

4. External electrical and plumbing connection. 

 

SAFETY 
When servicing the SUITMATEÑ, observe the following safety precautions: 

¶ Always turn off the power at the circuit breaker ï place a lockout tag on the circuit breaker 
panel indicating that the breaker is not to be turned on except by authorized personnel ï and 

disconnect the unit before doing any work on the SUITMATEÑ.  Simply turning off a switch is 
NOT enough. 

¶ Use only proper tools, test equipment, and work practices when servicing the SUITMATEÑ.  If 
there are any questions concerning proper tools, equipment or practices, please contact the 
factory for recommendations at: (Fax) 1-847-742-3552, or email <info@suitmate.com>. 

¶ Due to critical tolerances, use only specified replacement parts.  See the SUITMATEÑ PARTS 
AND ASSEMBLIES section of this manual.  
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CHECK W
ITH LEVEL    

TO WALL

USE APPROPRIATE FASTERNERS 

FOR YOUR APPLICATION

 

 

 

The SUITMATEÑ Swimsuit Water Extractor has been designed and manufactured with safety as our 
primary consideration.  Therefore, it is important that the unit be installed correctly.  It is also important 
that the installation comply with all local building codes and regulations.  Please consult your local 
licensed plumbing and electrical engineers or contractors about your installation.  Read the entire 
INSTALLATION instructions before beginning your installation.  Remember: DO IT RIGHT and DO IT 
SAFE! 

PROPER LOCATION FOR THE SUITMATE
Ñ
 

Following is a list of factors to consider in determining a location for the SUITMATEÑ. 

1. The unit should be located in an area that is near where people remove and rinse out their swimsuits. 
2. The unit should NOT be located in a cluttered area or where it is exposed to direct shower water or 

water hose down. 
3. The unit should be mounted on a wall structure that will support the unitôs approximate 55 pounds  

(25 kg) hanging weight plus the added weight or pressure of people leaning on the unit.  Consult the 
PROPER WALL MOUNTING section of these instructions on Page 5 to determine an appropriate 
location. 

4. There should be a means to dispose of the wastewater from the unit. Consult the PROPER 
DRAINAGE section of these instructions to determine an appropriate location. 

5. The unit should be wired to a 230-volt (AC), 13-ampere 50Hz dedicated circuit. Consult the PROPER 
ELECTRICAL CONNECTIONS section of these instructions to determine a proper location. 

PROPER WALL MOUNTING  OF THE SUITMATE
Ñ
 

The SUITMATEÑ should be mounted to the wall with the Mounting Bracket that is provided with the unit.  

The SUITMATEÑ UTILITIES LOCATION DIAGRAM (Page 10) shows the recommended location for the 

mounting holes, the electrical service, and the wastewater outlet (if utilized). The SUITMATEÑ Mounting 
Bracket must be secured to a wall stud, or to concrete block or cinder block wall. 

 

 Anchors in drywall are not sufficient to mount the SUITMATEÑ. 

 

Locating and Securing the Mounting Bracket to the 
Wall 

The suggested height from the floor to the top of the 

SUITMATEÑ is 42 inches (1050 cm).  At least an 
additional 10 inches (250 cm) of clearance above the 

SUITMATEÑ is needed for the opening and closing of the 
lid. The upper center hole of the Mounting Bracket 
should be 38 +/- 1/16 ñ [965 +/- 2 mm] from the floor. The 
top of the Wall Sign should be 60 +/- 1/16 ñ [965 +/- 2 

mm] above the floor and centered over the SUITMATEÑ. 
Determine a location on the wall that provides adequate 
clearance, a strong and secure place for the Mounting 
Bracket as well as easy access to electrical and 
drainage connections. 

 

     

The Mounting Bracket must be level after it is secured to the wall. 
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INSTALLATION INSTRUC TIONS 
230 Volt 13 Ampere 50 Hz Self-Timed Unit 

 
 

WARNING! 

WARNING! 
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MOUNTING

BRACKET

SUITMATE

WALL

USE APPROPRIATE ANCHORS AND

FASTENERS TO MOUNT THE UNIT

FOR YOUR SPECIFIC INSTALLATION

To secure the Mounting Bracket, center the Bracket at the desired location and mark the locations of the 
two center holes. Secure the Mounting Bracket at the center holes using fasteners appropriate to your 
conditions.  All fasteners must be capable of supporting 55 pounds (25 kg). Make certain the Mounting 
Bracket is level. Next secure the outer holes of the Mounting Bracket to the structure using fasteners 
appropriate to your conditions. After the Bracket has been properly anchored to the wall and the electrical 

and drainage requirements have been allowed for, the SUITMATEÑ is ready to be mounted to the wall. 

Mounting the SUITMATEÑ to the Wall 
Remove the SuitmateÑ unit from its shipping 
box.  Remove the Bottom Plate that is 
attached with six screws.  Save the Bottom 
Plate,  the six (AEC1147) mounting screws, 
and the six (AEC1704) lockwashers, as they 
will be used to finish the installation of the 

SuitmateÑ unit. The Bottom Plate will have 
two plugs inserted into it.  Do not remove the 
plugs at this time.  You will also find a 
package containing two grommets.  Save 
these grommets, as they may be required for 

final installation of the SuitmateÑ unit.  
Remove and discard the packaging material 

that is protecting the SUITMATEÑ.  The 

upper back lip of the SUITMATEÑ should be 
lowered down and centered on the Wall 
Mount Bracket. After the unit is centered, 
push down on the back of the unit to make 
certain that it is securely wedged onto the 
Mounting Bracket.  Make certain the unit is 
level.  If it is not level, remove the unit, adjust 
the Mounting Bracket and re-hang the unit.  A 
level installation is necessary to minimize 
vibration and insure proper drainage of 
wastewater.  Finish securing the unit to the 
wall using appropriate fasteners and anchors 
on the lower mounting channel at the bottom 
rear of the unit.  This will prevent the unit 
from being lifted from the Bracket or being 
moved. 
Note: several holes in the lower mounting 
bracket may be obstructed by the RCD 
Cover. Remove the RCD cover to provide 
access to these holes. 
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PROPER DRAINAGE FOR THE SUITMATE
Ñ
 

Note: Strictly follow all applicable local plumbing codes and regulations. 

To a Floor Drain 

Drainage of the wastewater to a floor drain should be done ONLY in an area where the floor is normally 
wet.  DO NOT drain water across a floor where people do not expect to encounter a wet and slippery 

condition. The SUITMATEÑ comes with a short flexible floor drain extension tube connected with a 
stainless steel hose clamp to its drain tailpiece, which must be routed through the 1-1/4ò (31.25 mm) I.D. 
Grommet in the Bottom Plate. 

The drain tube that comes with the unit must not be removed unless the 
unit is connected to an approved wastewater outlet or the factory-
supplied tube is replaced with another tube according to the following 
instructions. 

Replacing the Factory Drain Tube with a Longer Drain Tube 

Use a 1-1/4 inch (31.25 mm) I.D. drain tube with a smooth interior that will not crimp or collapse.  Use the 
stainless steel hose clamp that is provided with the factory flexible floor drain extension tube to secure the 
replacement tube to the unitôs drain tailpiece.  Run the drain tube through the 2ò (50 mm) I.D. Grommet in 

the Bottom Plate so that it is never higher than the bottom of the SUITMATEÑ and always slopes down.  
Secure the drain tube to the wall or floor with properly sized ñUò clamps so it cannot be maneuvered to 
trap wastewater.  Cut off the end of the drain tube on an angle to help prevent it from being blocked by the 
floor, wall, or some other object.  Upon completion of the installation, check to make certain that there is a 
free flow of water from the drain tube extension. 

To an Approved Sanitary Waste Line 

This installation should only be done in accordance with all applicable local plumbing codes and 
regulations.  The unitôs 1-1/4 inch (31.25 mm) O.D. drain tailpiece is designed for connection with 
standard compression type plumbing fittings.  There is room inside the housing for the use of a standard 
ñPò type plumbing connection.  The waste outlet should be located in the wall behind the unit.  The 

SUITMATEÑ UTILITIES LOCATION DIAGRAM shows the appropriate location for the waste duct. Refer 

to SUITMATEÑ UTILITIES LOCATION DIAGRAM on Page 10. 

If an open-site drain connection is required and the open 

site is to be positioned within the SUITMATEÑ housing, 
locate the top of the receiver pipe below the top of the 
Motor end cap, and locate the top outer edge of the 
receiver pipe at least 1-1/4 inches (31.25 mm) from the 

body of the Motor.  (Also see the SUITMATEÑ UTILITIES 
LOCATION DIAGRAM on Page 10)  Be certain that the 
cut off end of the drain extension tube is below the top of 
the receiver with the angle cut facing away from the 
Motor as illustrated. 

 

PROPER ELECTRICAL CO NNECTIONS FOR THE SUITMATE
Ñ
 

Note: Strictly follow all applicable local electrical codes and regulations. 

The SUITMATEÑ, is equipped with a ground residual circuit device (RCD), that is designed to be 
connected to a 230 volt, 13 ampere 50 Hz dedicated circuit that is protected by a fuse or circuit breaker of 
the correct (13 Ampere Maximum) size.  A PLUG-IN INSTALLATION IS NOT ACCEPTABLE!  The utilized 

circuit must be run to the SUITMATEÑ weatherproof RCD Junction Box that contains the RCD.  A cable 

or liquid tight raceway such as UltralightÑ Liquid Tight Flexible Conduit (or the equivalent) should be used 

WARNING! 

Motor

End

Cap

Motor

Housing

Suitmate

Tailpiece

To Drain

Suitmate Housing

Flexible

Hose
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from the circuit connection to the RCD Junction Box.  The SUITMATEÑ Utilities Location Diagram (Page 
10) shows the location of the suggested area behind the unit for the entrance of the electrical raceway or 
cable that does not interfere with the drainage connection.  

 
 
 
 
 
 
 
 
  
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Do not route the raceway or cable where wastewater can flow or drip on 
it. 

 

Remove the cover of the weatherproof RCD Junction Box, which contains the RCD, and remove the RCD. 
Whether a cable or liquid tight raceway is used, the circuit ground conductor must be connected to the 
Green Grounding Bar located in the RCD Junction Box.  If no ground is available on the circuit utilized, 

you must provide a proper ground for the SUITMATEÑ.  The live and neutral leads of the power circuit 
should be connected to the RCD screw terminals marked ñLò (live) and ñNò (neutral).  Connect the live 
lead to the terminal marked ñLò (line) and the neutral lead to the terminal marked ñNò (neutral).  After the 
correct electrical connections have been properly made, remount the RCD. Reinstall the weatherproof 
RCD Junction Box cover (the hinge must be located next to the side of the case) previously removed.  
This cover provides access to the RCD ñTESTò and ñRESETò buttons. 

  

WARNING! 
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POSTING THE WALL SIGN  
Locate the top edge of the sign 60 +/- 1/16ò [1524 +/- 2 mm) above the floor centered over the 
SUITMATE

®
.  At this height the sign will not be blocked when the lid is raised.  It will also serve as a stop 

to keep the Lid from striking the wall behind the unit. 

The sign has an adhesive foam backing. Be certain the surface that the sign is to be mounted to is clean 
and dry.  Without touching the sign to the wall, align the top of the sign 60 +/- 1/16ò [1524 +/- 2 mm) above 
the floor and at the center of the unit.  Press the sign to the wall and rub firmly over the adhesive portion of 
the sign. 

TESTING AND OPERATION  

1. After the mounting and all connections are complete, test the SUITMATEÑ as follows: 
2. Make certain all packaging material is removed from the unit including material around the Motor and 

the Bottom Plate on the bottom of the unit. 
3. Check to see that the Basket is empty and that the Lid moves freely. 
4. Press down on the Lid.  The unit will start and run for 8 seconds. While the unit is running it should run 

smoothly and there should be no excessive vibration or noise. 
5. Releasing the lid before the unit automatically stops causes the Basket to stop within a second or two.  

6. Test the SUITMATEÑ by putting a wet swimsuit in the unit according to the instructions on the 
underside of the Lid.  If there is excessive vibration or noise it is usually caused by the improper 
loading of the swimsuit.  Be certain that the swimsuit is pushed to the bottom of the Basket and that all 
material is at least two inches below the top of the Basket. 

INSTALLATION TROUBLE SHOOTING 

If the SUITMATEÑ does not operate, check the following: 

1. Check to see if there is power to the unit.  Check the circuit using an A.C. voltmeter set to the 
appropriate range; meacertain across the ñLINEò side of the RCD. 

2. Make certain that the RCD switch is in the ñONò position.   
3. Check the connections in the RCD Junction Box.  Be certain there is power on the ñLOADò side of the 

RCD. 

4. Check the SUITMATEÑ TROUBLESHOOTING section in this SUITMATEÑ manual for additional 
troubleshooting assistance 

FINISHING THE INSTALLATION  

After the SuitmateÑ
 
unit has been tested and found to be in proper working order. The final step in the 

installation process is to replace the Bottom Plate to the bottom of the unit.   

The Bottom plate is labeled ñThis Side Outò and ñThis Side Inò.  It is important that the Bottom Plate be 
reinstalled in accordance with these labels.  Be certain that the large rectangular opening in the Bottom 
Plate leaves access to the RCD cover.  If the unit was electrically wired and plumbed from within the case, 
simply replace the Bottom Plate and fasten it with the six screws and lockwashers that were saved from 

the start of the installation process and retest the unit. 

If the electrical wiring and/or plumbing connections are made from 
outside the unit, follow the instructions below to install the bottom plate. 

EXTERNAL ELECTRICAL SERVICE 
If the unitôs electrical service is coming into the unit from outside the unit, it will be necessary to disconnect 
the incoming electrical service from the power source.  Prior to disconnecting the electrical service make 
certain that the power source is turned off and locked out!   

Remove and discard the small plug from the Bottom Plate, and replace it with the small rubber grommet 
that was saved from the start of the installation process.   

The Bottom plate is labeled ñThis Side Outò and ñThis Side Inò.  It is important that the Bottom Plate be 
reinstalled in accordance with these labels.  Be certain that the large rectangular opening in the Bottom 
Plate leaves access to the RCD cover.  

CAUTION! 
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Route the liquid tight raceway or cable through the grommet.  If the unit has an internal plumbing hookup, 
Work the Bottom Plate up to the bottom of the unit making certain that there are no kinks in the liquid tight 
raceway and that the grommet is secure in the Bottom Plate.  If the unit uses an external plumbing 
hookup, proceed to the following instructions prior to fastening the Bottom Plate to the unit.  Otherwise 
fasten the Bottom Plate to the unit with the six (AEC1147) screws and six (AEC1704) lockwashers 
removed and retained from the beginning of the installation.   

Properly reconnect the incoming power at its source to the RCD, remove the ñLocked Outò warning from 
the power source and the power on.  Retest the unit for proper operation. 

EXTERNAL PLUMBING SE RVICE  

If the unitôs plumbing service uses the factory supplied Drain Hose or is connected from outside the unit, it 
will be necessary to disconnect the drain hose or piping from its external hookup.  It will be necessary to 
route the factory supplied Drain Hose or piping through the Bottom Plate.   

Remove and discard the large plug from the Bottom Plate and replace it with the large rubber grommet 
that was saved from the start of the installations.  Run the drain hose or piping through the grommet.  If 
the unit has internal electrical service, work the Bottom Plate up to the bottom of the unit making certain 
that there are no kinks in the drain hose or piping and fasten the Bottom Plate with the six screws 
removed and retained from the beginning of the installation.   

If the unit has external electrical service, work the Bottom Plate up to the bottom of the unit making certain 
that neither the drain hose (or piping) nor the liquid tight raceway, or cable, have any kinks in them.  
Fasten the Bottom Plate to the unit using the six (AEC1147) screws and six (AEC1704) lockwashers 
removed and retained from the beginning of the installation.  Reconnect the drain hose or piping to its 
external hookup.  Also, if necessary reconnect the electrical service at its source making certain that the 
power source is turned off and locked out prior to reconnecting any wires to the unit.  Retest the unit.  

Be certain to save this SUITMATEÑ MANUAL for future reference. With proper installation, use, and 

maintenance your SUITMATEÑ Swimsuit Water Extractor will provide you with years of trouble-free 
service. 
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THIS DIAGRAM IS FOR REFERENCE ONLY!  IT IS NOT TO BE USED AS THE 
SOLE REFERNCE FOR INSTALLATION OF THE SUITMATE

®
.  THE 

INSTALLATION INSTRUCTIONS BEGINNING ON PAGE 4 MUST BE 
FOLLOWED EXPLICITLY!  
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SUITMATE
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WARNING! 

1. On wall locate center of 3/8ò [9.5mm] hole for the upper center hole of the Mounting Bracket. 

2. Draw a vertical line (down) from this mark to indicate the center of the Mounting 
Bracket of the SUITMATE®. 

3. Use given measurements to locate either or both locations for placement of internal 
utilities. 

4. After the SUITMATE® is hooked over the Upper Bracket, move it side to side so the 
center hole in the Bottom Channel is over the vertical line drawn in Step 2 above. 


